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DOUBLE-ACTING PISTON SEAL
714

Hallite’s 714 is a high-pressure, 
compact, double-acting piston 
seal for medium to heavy-duty 
applications. 

The reinforced, heat stabilized thermoplastic sealing face 
with precision step-cut joint allows the seal to pass over 
ports and makes it ideal for double-acting telescopic 
cylinders. 

The rugged, extrusion-resistant design also performs 
well in high-pressure off-highway applications due to a 
considerable extrusion gap which reduces the possibility 
of piston-to-bore contact. Chamfers on the precision 
face coupled with a profiled NBR expander allows for 
easier cylinder assembly. 

The energizer material can be changed to meet different 
media and temperature demands. Custom sizes can be 
manufactured to order upon request. 

See our website for an up-to-date range listing. Please 
call to inquire if you do not see your size. 

TECHNICAL DETAILS

OPERATING CONDITIONS METRIC INCH

MAXIMUM SPEED Up to 1.0/sec Up to 3.0ft/sec

TEMPERATURE RANGE -40 to 110OC -40 to 230OF

MAXIMUM DYNAMIC PRESSURE 500 bar 7250 PSI

FEATURES

•    High temperature and pressure capabilities 

•    Passes over ports

•    High pressure capability

•    Chamfered cap with profiled expander

•    Easy cylinder assembly

•    Excellent wear and abrasion resistant

•    Excellent for use in SSID tube

•    Excellent dynamic and static sealing performance 


