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Hallite 735 Hallite ™

The Hallite 735 is a compact double acting piston
seal designed for one piece pistons and is suitable
for low to high pressure, medium to heavy duty
applications.

The assembly comprises as standard a self lubricating wear resistant
bronze filled or glass / MoS2 filled PTFE cap ring, which is loaded by a
NBR energiser. Thermoplastic split anti-extrusion rings support the
seal on both sides and prevent extrusion of the energiser and cap ring.

Hallite's 735 piston seal is designed to be used in a variety of equipment
and is particularly suited for use in excavators and other off-highway
equipment.

The range includes sizes to suit established North American and Asian housings.

. High pressure Cap Ring

PTFE 40% bronze
PTFE 15% glass
5% MoS,

Energiser
NBR

Anti Extrusion Ring
Thermoplastic

o Heavy duty
. PTFE cap ring
. Compact design

o Low friction

. Long life

. Range of material options

UNITED KINGDOM

Hallite Seals International Ltd.
130 Oldfield Road

Hampton

Middlesex, TW12 2HT

T: +44 (0)20 8941 2244

F: +44 (0)20 8783 1669

E: seals(@hallite.com

CHINA (Suzhou)

Hallite Service (Suzhou) Co. Ltd.

Plant 1, 82 Jiangpu Road
Shengpu

Suzhou Industrial Park
Suzhou 215126

T: +86 (0)512 6295 1601

F: +86 (0)512 6295 1247

E: hallite.suzhouf@hallite.com

Issue Date: May 2014

AUSTRALIA

Hallite Seals Australia Pty. Ltd.
Unit 4, 1273 The Horsley Drive
Wetherill Park

NSW 2164

T: +61(0)29 620 7300

F: +61(0)29 620 7400

E: seals@hallite.com.au

GERMANY

Dichtelemente Hallite GmbH
Billwerder Ring 17

21035 Hamburg

T: +49 (0)40 73 47 48-0

F: +49 (0)40 73 47 48 49

E: seals@hallite.de

Maximum Speed
Temperature Range

Maximum Pressure

BRAZIL

Hallite do Brasil Tecnologia em
Vedacdes Ltda.

Avenida 5, 1367 - Jd Claret

Rio Claro - SP

13503-254

T: +55(0)19 35231859

F: +55(0)19 35324805

E: info@halliteseals.com.br

INDIA

Hallite Sealing Solutions India Pvt. Ltd.
Special Plot No10, 3rd Main, 1st Stage
Peenya Industrial Estate

Bangalore - 560 058

T: +91(0)80 2372 6000/ 1

F: +91(0)80 2372 6002

E: seals@hallite.in

METRIC

1.5m/sec

-40°C to +120°C

500 bar

CANADA

Hallite Seals [Canada) Ltd.
5630 Kennedy Road,
Mississauga

Ontario, L4Z 2A9

T: +1(905) 361 2350

F: +1(905) 361 2342

E: seals@hallite.ca

ITALY

Hallite Italia srl

Via Francia 21

Loc. Guasticce

57017 Collesalvetti - Livorno
T: +39 (0) 58 642 8287 / 9734
F: +39 (0) 58 642 9845

E: seals@hallite.it

INCH
4.5ft/sec
-40°F to +250°F

7500 psi

CHINA (Shanghai)

Hallite (Shanghai) Co. Ltd.

785 Xing Rong Road

Jiading Industrial Park

Jiading District

Shanghai 201804

T: +86 (0)21 3351 7272

F: +86 (0)21 3351 7085

E: hallite.shanghai@hallite.com

UNITED STATES

Hallite Seals Americas
50777 Varsity Court

Wixom

Michigan 48393

T: +1(248) 668 5200

F: +1(248) 668 5210

E: seals(@hallitedynamic.com
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