
Unitized Piston
Accumulator

www.hallite.com

unitised_piston_accumulator_US.indd   1 11/2/14   11:36:03



Unitized Piston Accumulator

Issue Date: February 2014

UNITED KINGDOM
Hallite Seals International Ltd.
130 Oldfield Road
Hampton
Middlesex, TW12 2HT
T:  +44 (0)20 8941 2244
F:  +44 (0)20 8783 1669
E:  seals@hallite.com

AUSTRALIA
Hallite Seals Australia Pty. Ltd
Unit 4, 1273 The Horsley Drive
Wetherill Park
NSW 2164
T:  +61 (0)29 620 7300
F:  +61 (0)29 620 7400
E:  seals@hallite.com.au

BRAZIL
Hallite do Brasil Tecnologia em
Vedações Ltda.
Avenida 5, 1367 - Jd Claret
Rio Claro - SP
13503-254
T:  +55 (0)19 35231859
F:  +55 (0)19 35324805
E:  info@halliteseals.com.br

CANADA
Hallite Seals (Canada) Ltd.
5630 Kennedy Road,
Mississauga
Ontario, L4Z 2A9
T:  +1 (905) 361 2350
F:  +1 (905) 361 2342
E:  seals@hallite.ca

CHINA
Hallite (Shanghai) Co. Ltd.
785 Xing Rong Road
Jiading Industrial Park
Jiading District
Shanghai 201804
T:  +86 (0)21 3351 7272
F:  +86 (0)21 3351 7085
E:  fast.shanghai@fenner.com

GERMANY
Dichtelemente Hallite GmbH
Billwerder Ring 17
21035 Hamburg
T:  +49 (0)40 73 47 48-0
F:  +49 (0)40 73 47 48 49
E:  seals@hallite.de

INDIA
Hallite Sealing Solutions India Pvt. Ltd. 
Special Plot #10, 3rd Main
1st Stage, Peenya Industrial Estate
Bangalore - 560 058
T:  +91 (0)80 2372 6000 / 1
F:  +91 (0)80 2372 6002
E:  seals@hallite.in

ITALY
Hallite Italia srl 
Via Francia 21
Loc. Guasticce
57017 Collesalvetti - Livorno
T:  +39 (0) 58 642 8287 / 9734
F:  +39 (0) 58 642 9845
E:  seals@hallite.it

UNITED STATES
Hallite Seals Americas
50777 Varsity Court
Wixom
Michigan 48393
T:  +1 (248) 668 5200
F:  +1 (248) 668 5210
E    :  seals@hallitedynamic.com 

Hallite’s Unitized Piston Accumulator works and functions as one unit, replacing multi-part Piston Accumulators.  

The Unitized Piston Accumulator is typically designed with an aluminum base over molded with Hallite’s Enduratek 
GS resin. This creates a 100 percent bearing surface, eliminating the 
possibility of metal to metal contact and ensuring that no material 
swell will occur due to moisture ingression.

Other base accumulator materials are available, including stress proof 
steel and multiple grades of stainless. 

Sealing packages for the Unitized Accumulator can be tailored to the 
customer depending on the specifics of each application. As shown in 
the depictions below, single and multi-seal systems can be arranged. 

Hallite’s superior one piece design results in a reduction of premature 
failures and related warranty claims while simultaneously boosting 
performance and capabilities in today’s demanding piston accumulator 
market.

• Increased Speeds (up to 24/ft sec)

• Higher Pressures 

• Longer Life, better performance

• Address sizes to 14” in diameter

• Ease of installation/service

• Sold as a complete assembly, ready to install

 METRIC INCH

Maximum Speed 7.0m/sec 24.0ft/sec

Temperature Range -50ºC to +150ºC -60ºF to +300ºF

Maximum Pressure 1000+ bar 15000+ psi

Material selection may vary depending on application
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